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fitting instructions

Important note
Metal trims are subject to etching if exposed to cement which is an ingredient in 95% of all adhesives and 
grouts sold within Australia. Etching can occur within as little as 5 minutes in some conditions. By following 
the below guidelines a trouble free installation is assured. Protective films should be left on all metal tile trims 
until after grouting has been completed and all clean up.

1. Choose your profile shape - choose from rounded edge, straight edge or square edge in a PVC or metal finish 
and check for any imperfections on the trim before the next stage.

2. Measure the tile and select the correct trim depth. This allows for the glue to pass through anchor holes. 
The top of the tile should be flush with the top of the trim.

3. Measure the length required, cut and mitre trim if necessary by using a mitre box (this can be purchased 
in store). Please ensure that protective film remains on the trim at this stage and until completion to ensure 
protection to anodised/powder coat finish.

6. Grout the tiles and ensure that all excess grout/glue is removed immediately. Remove protective film when 
the grouting has been completed and ensure the surface is completely clean by wiping down with clean water 
and wipe dry.

4. Press the trim into the glue to ensure that the glue passes through the anchor holes. Wipe off excess glue 
immediately - remove all excess glue from the visible trim surface. Failure to do so may cause corrosion.

5. Tile over the rear leg of the tile trim and continue to tile as per the tile manufacturer’s instructions. Ensure the 
top edge of the tile trim is flush with the tiles and remove excess adhesive immediately.

NB: Alkaline or acidic cleaners are not recommended for cleaning any metal finish trims.


