
Travertine tiles have been used since the earliest 
structures were built. An extremely versatile and 
naturally beautiful stone, Travertine features 
subtle hues and organic textures that exude 
warmth and classical sophistication.

Floor: Natural Blend Pavers
610x406x30mm

travertine stone 
and pavers



stocked

Product Specifications
Material: Travertine Stone

Edge: Tumbled

Surface finish: Tumbled

Application: Floor

Nominal Sizes: 610x406x30mm and French Pattern in 30mm
Matching paver with bullnose and paver with 50mm drop edge

Slip resistance Wet pendulum test (30mm Pavers): P4

Made in Turkey

Natural Blend Bullnose | Drop Edge 50mm
610x406x30mm

Natural Blend French Patterns Pavers
30mm

Natural Blend Pavers
610x406x30mm

Natural Blend Bullnose
610x406x30mm



Floor: Natural Blend French Patterns Pavers 30mm



Product Specifications
Material: Travertine Stone

Edge: Tumbled

Surface finish: Tumbled

Application: Floor

Nominal Sizes: 610x406x30mm and French Pattern in 12mm & 30mm
Matching paver with bullnose and paver with 50mm drop edge

Slip resistance Wet pendulum test (30mm Pavers): P4

Made in Turkey

stocked

Oyster Grey French Pattern Pavers
30mm

*also comes in 12mm for Indoor

Oyster Grey
610x406x30mm

Oyster Grey Bullnose | Drop Edge 50mm
610x406x30mm

Oyster Grey Bullnose
610x406x30mm



French Pattern Set Oyster Grey Travertine Tum Tiles 12mm



Product Specifications
Material: Travertine Stone

Edge: Honed and Tumbled

Surface finish: Honed and Tumbled

Application: Floor

Nominal Sizes: 610x610x15mm

Made in Turkey

stocked

Nordic Grey Honed
610x610x15mm



nordic grey



Travertine Light Classic Honed and Filled
610x610x12mm

Product Specifications
Material: Travertine Stone

Edge: Rectified and Tumbled

Surface finish: Honed-filled and Tumbled

Application: Floor and Wall

Nominal Sizes: 610x610x12mm and French Pattern in 12mm

Made in Turkey

stocked

Wall: French Pattern Set Travertine Light Classic Tum Tiles
12mm

Travertine Light Classic French Pattern Tumbled
12mm



French Pattern Set Light Classic Tumled 12mm



travertine
cleaning, sealing and
maintenance guide

Pre-seal for moisture sensitive stone only
(Your stone may or may not need to be pre-sealed. see below...)

It is recommended in some circumstances to pre seal when moisture sensitive stone is 
used in the following environments such as: shower bases, around swimming pools, when 
using dark grout on light coloured stone, or if the stone has a high porosity level. In these 
types of installations we recommend the face and sides are pre sealed and in some 
circumstances all six sides of the stone can be pre sealed with Spirit Pre Seal. There are 
a number of methods that can be used to apply the pre seal e.g. dipping, spraying, and 
lambswool applicator. Spirit Pre Seal only requires 1 coat and needs a 24 hour curing time 
before laying. Please follow the product instructions carefully. Coverage should be around 
10m2 per litre, and will be half that if dipping is the preferred method.

Important: Do not stack the drying stone against each other with no air flow, stack them so they can breathe, 
and remove any excess Pre Seal within 5 – 10 minutes.

Initial cleaning/grout haze removal

Once the tiles have been laid, grouted and washed, a grout residue/haze may be left. It is 
recommended to wait for 3-4 days for the grout to harden sufficiently before attempting to 
remove the grout haze in preparation for sealing.

It is advised to keep the floor protected during this timeframe if work is still being done by 
other trades, as they may need to walk over the floor to do their jobs.

Normally an acid based cleaner would be used to remove the grout haze, however your 
Travertine will be damaged if it comes into contact with acids. Follow these steps…

cleaners and sealers for the tiling industry



What you will need – (NT All Purpose Cleaner, Spirit 
Doodlebug, bucket, broom, mop)

1. Sweep and or vacuum the floor to remove any loose debris.

2. In the bucket, dilute 20 parts clean water to 1 part NT All Purpose Cleaner and apply to

the area that needs cleaning. Use the broom to evenly distribute the solution over

the area.

1 litre of NT All Purpose Cleaner can clean a 30 – 50m2 area.

3. Allow the solution to sit for 2-3 mins. If you notice that the solution is drying,

add more cleaner to keep it wet. Only clean in sections that you can handle.

4. Now scrub the floor with a soft to medium grade Spirit Doodlebug (scouring pad.)

The multi-directional head attaches easily to a broom handle for easy cleaning.

5. Remove the solution with a dense mop and rinse the floor with clean water.

If you have access to a wet/dry vacuum it is the ideal way to remove the dirty water.

DO NOT use any acid based cleaners on this stone. If the grout haze has been left for too long, Spirit HDC 
may be used at a dilution of 10 parts clean water to 1 part Spirit HDC, followed by a rinse with NT All Purpose 
Cleaner at a dilution of 20 parts clean water to 1 part NT All Purpose Cleaner.

1 litre of Spirit HDC can clean a 30 – 50m2 area.

Sealing

Once the stone is clean and dry, final sealing can begin.
NT Penetrating Sealer (water based formula) is the best choice for a natural look.
1 litre will seal 10 - 12m2 (allows for 2 coat coverage)

What you will need – (NT Penetrating Sealer, Spirit Lambswool Applicator,
clean white rags, gloves)

2 coats are required, allowing approximately 1 hour between coats. Any excess sealer that 
hasn’t penetrated the stone after 10 – 15mins must be mopped up with a clean white rag. 
Follow the directions on the bottle very closely.

Please note: Penetrating sealers will not prevent surface etching or scuffing.

cleaners and sealers for the tiling industry



Maintenance

The stone can be mopped regularly using NT All Purpose Cleaner. If need be, the stone can 
be cleaned periodically (every 9-12 months) depending on traffic and wear with Spirit HDC.

Re-sealing

Weather conditions, harsh cleaning methods using high-alkaline, acid or solvent-based 
cleaners will affect the long term performance of the sealer. Following the appropriate 
Spirit Guide relating to your substrate will ensure the very best protection.

The longevity of your sealer is greatly dependant on the following…

1. Using a premium quality sealer.
NT Penetrating Sealer is a premium quality sealer.

2. Proper application of the sealer. This includes the cleaning process prior to sealing.
Sealing a floor that hasn’t properly dried, sealing when it’s too hot or cold, not mopping 
up excess sealer and not applying enough sealer are a few of the mistakes made.

3. Where the area is? Is it a high traffic area?
A simple example of this would be a front patio area. The doorway area will suffer under
high traffic as opposed to behind the door which sees almost none. Commercial areas
will usually need more regular cleaning and sealing than domestic areas.

4. How the floor is maintained?
Cleaning regularly with the wrong types of cleaners will break down the sealer
prematurely and they are also likely to damage your stone. The cleaners in this guide
have been formulated especially for the stone and tile industry.

This is a general guide for travertine, National Tiles always recommend to test first when 
cleaning or sealing any surface. For more information contact sales@spiritsealers.com

cleaners and sealers for the tiling industry



natural stone
packing information
SKU DESCRIPTION UOM P/PLT

PNS1005 TRAVERTINE LIGHT CLASSIC HONED FILLED 610X610X12 29.768 M2

PNS1035 FRENCH PATTERN SET TRAVERTINE LIGHT CLASSIC TUM 12MM 38.5957 M2

PNS1060 FRENCH PATTERN SET OYSTER GREY TRAVERTINE TUM TILES 12MM 38.5957 M2

PNS2000 NATURAL BLEND PAVERS 610X406X30MM 16.3456 M2

PNS2002 NATURAL BLEND FRENCH PATTERNS PAVERS 30MM 16.4179 M2

PNS2004 NATURAL BLEND BULLNOSE 610X406X30MM 66 EA

PNS2030 OYSTER GREY PAVERS 610X406X30MM 16.3456 M2

PNS2032 OYSTER GREY FRENCH PATTERNS PAVERS 30MM 16.329 M2

PNS2034 OYSTER GREY BULLNOSE 610X406X30MM 66 EA

PNS2036 NATURAL BLEND BULLNOSE PAVER TUMBLED 610X406X30/50 DROP 48 EA

PNS2037 OYSTER GREY BULLNOSE PAVER TUMBLED 610X406X30/50 DROP 48 EA

Delivery charges:
Our delivery fee is $89 per pallet delivery, no hand unloads. POA for regional delivery charges. 
Please see Delivery Information for further details.

Free freight offers exclude all Natural Stone



delivery information
Instore Orders

All orders incur a $89 Delivery Fee per pallet.

For all other online order postcode and non-standard deliveries please see a customer 
service team member in store for a delivery quote. 

Items not included in Standard Delivery are large format panels and any tile with a 
dimension greater than 1100mm. These items are considered non-standard and will incur
an additional pallet space fee.

If your item is in stock, it can be available to dispatch within 1-3 days.

If your product is a special order item, please allow up to 10 weeks for your order to 
dispatch.

From the time you place your online or instore order, we can store your for 60 days for free.

For all deliveries, you will receive a phone call from our friendly customer service team to 
schedule your delivery.

Large Orders

Orders over 200sqm placed in-store or online are subject to availability.



general terms
and conditions

General Conditions of Sale

1. No cancellations, credits or refunds will be given on stock unless their stock group is
classified as ‘S’.

2. No return after 30 days.

3. 50% minimum deposit. Payment must be paid in full within 60 days from the date of the
order and prior to delivery.

4. ALL quotations and prices are subject to change without notice.

5. Quantities are estimated as a service only. It is recommended that a final on-site 
inspection is conducted by your tiler.

6. The customer is responsible to confirm shade and batch variation of all stock prior
to installation.

7. All goods remain the property of National Tiles until paid in full.

8. A lifetime guarantee may apply for stock type ‘P’ products, for further information ask 
your National Tiles store member.


